EXIST. TYP.
DOWNSLOPE

HINGE POINT FOR
DOWNSLOPE GRADES
MUST NOT FALL
BELOW TANK
CENTERLINE

22" DIA. MANWAY

6” VENT
SEE DETAIL W/LADDER
PLATE U-5.2 (MANUFACTURER
i INSTALLED) ‘\

COUNTY OF PLACER
DEPARTMENT OF PUBLIC WORKS

EXIST. TYP.

FIRE SUPPLY
STORAGE TANK PLACEMENT

UPSLOPE (VARIABLE)

DATE: JULY, 2005 |NTS|PLATE U-5.1

FILTER FABRIC

APPROVED: \/4491/

DIRECTOR OF PUBLIC WORKS

TANK AND HYDRANT
PLACEMENT DETAILS

SET HYDRANT OUTLET 1’

VALVE RISER &

CHRISTY GS VALVE BOX

$

FILTER FABRIC

(TYP &1 2" CLEAN BACKFILL
2 $ "
«’/&’/}t’/\\’/\ - —{ "
CRTEEIN 1/2 DIA. MIN,
: SLOPE 1%

2

)

e

3/4” CRUSHED GRAVEL OR EQUAL THEN
PLACE FILTER FABRIC ON TOP

BACKFILL ABOVE GRADE W/CLEAN MATERIAL &

"TRACTOR WHEEL ROLL COMPACT" AT 24" LIFTS -
USE CAUTION TO NOT DAMAGE TANK

BACKFILL BELOW GRADE W/PEA ROCK OR

SWING JOINT &
VALVE ASSY.

OR MORE BELOW TANK OUTLET

3 T0 6
TO E.P.

12" MIN
WIDTH

29" 7O 36"

ZFILLING AREA:

MIN. 2" ASPHALT OVER
10" CLASS 2 AGGREGATE

——)
DISTANCE __|

PLATE U-5.2

SEE DETAIL

BASE, 40’ MIN LENGTH
W/MIN TURNAROUND
40’ DIA.

VARIABLE




